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3.0 PERSONNEL QUALIFICATIONS 

Personnel overseeing the installation of grouted surface casing will be geologists, geotechnical 

engineers, or field technicians with an appropriate amount of applicable field experience or on-the- 

job training under the supervision of another quaiifid person. 

4.0 REFERENCES 

4.1 SOURCE REFERENCES 

The following is a list of references reviewed prior to the writing of this procedure: 

A ComDendium of SuDerfund Field ODerations Methods. EPA/540/P-87/001. December 1987. 

Guidance for Conductkw Remedial Investigations and Feasibility Studies Under CERCLA. Interim 

Final. EPA/540/G-89/004. October 1988. 

RCRA Facilitv Investigation Guidance. Interim Final. May 1989. 

RCRA Groundwater Monitorbe Technical Enforcement Guidance Document. EPA, OSWER- 

9950.1. Washington D.C. September 1986. 

43 INTERNALREFERENCES 

Related SOPS cross-referenced by this SOP are as follows: 

0 SOP FO3, General Equipment Decontamination 

SOP F0.4, Heavy Equipment Decontamination 0 
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(7) Remove the water inside the casing by &-lift methods or bailing before the plug 

is drilled out and the borehole is advanced past the bottom of the casing. 

Alternatively, surface casing may be installed by filling the borehole with grout as the augers are 

removed, placing the casing into the grout-fded borehole after auger removal, and then forcing the 

grout from within the casing using a rubber plug. The first method is the preferred method at RFP 

because it reduces the waste volume of grout and it cit~l be used in holes of all depths. The 

alternative method of placing the casing into the uncased, grout-filled borehole can be used if large 

diameter surface casing (approximately greater than 6 inches) is required. 

6.0 DOCUMENTATION 

All information required by this SOP will be documented on the Borehole Log Form (Form 
..... ..... ”<, y..: ... 

GT.lA) and the 1 ..:. ............... ;, ...... :.A. ,iFd 
. Form GTAU will be filled out for each day of 

drilling at a given borehole location: and, in situations where more than one boring is drilled and 

completed per day per drill rig, at least one form will be completed per boring.- 
ne w $ F I e l d  - 

.:.:.>:.:.:.:.:.:, ,.,< .,.:.:.:.:.:.:.:.: ......... :.. .. 
Activities Report will include the following information and have space for comments and 

documentation of general observations: 

. . .  
e Project name 

e Subcontractor 

e Date 

e Weather conditions 

e Driller and drilling company 

e Geologist and other crew members 
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